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SAILING DIRECTIONS CORRECTIONS

PUB 141               8 Ed 2004                      NEW EDITION
    (NGA) 36/04

PUB 164               9 Ed 2004                      NEW EDITION
    (NGA) 36/04

PUB 171               8 Ed 2004                      NEW EDITION
    (NGA) 36/04

PUB 192               9 Ed 2004                      NEW EDITION
    (NGA) 36/04

PUB 195               7 Ed 2002                      LAST NM 33/04
Page 12—Line 30/R; read:
There is a red church with a prominent green roof.

0.0It is reported (2004) that a coal terminal, known as Ust
Luga, has been constructed in the vicinity of the harbor and
is capable of handling vessels up to 50,000 dwt. An entrance
channel, 2.7 miles long, leads to the terminal. It is 150m
wide and has a least dredged depth of 14m.

(Lloyds Ports) 36/04

Page 12—Lines 35 to 37/R; read:
0.0Caution.—It is reported (2004) that several new cargo

terminals are under construction in the vicinity of the harbor.
(Lloyds Ports) 36/04

COAST PILOT CORRECTIONS

COAST PILOT 3               37 Ed 2004          Change No. 7
                                                                    LAST NM 33/04
Page 102—Paragraph 1296, line 8; read:
approved material is available for inspection at the Office of
the Federal ...

(CL 941/04; FR 6/23/04) 36/04

Page 114—Paragraph 1623, line 1; read:
(6) Knows the speed and direction of the current, and the

...
(CL 922/04; FR 6/18/04) 36/04

Page 115—Paragraph 1626; strike out.
(CL 922/04; FR 6/18/04) 36/04

Page 115—Paragraphs 1637 to 1646; read:
(c)(1) The voyage-planning requirements outlined in this

section do not apply to you if your towing vessel is–
(i) Used solely for any of the following services or

any combination of these services–
(A) Within a limited geographic area, such as fleet-

ing-area for barges or a commercial facility, and used
for restricted service, such as making up or breaking
up larger tows:

(B) For harbor assist;
(C) For assistance towing as defined by 46 CF

10.103;
(D) For response to emergency or pollution;

(ii) A public vessel that is both owned, or demis
chartered, and operated by the United States Gove
ment or by a government of a foreign country; and th
is not engaged in commercial service;

(iii) A foreign vessel engaged in innocent passage; 
(iv) Exempted by the Captain of the Port (COTP).

(2) If you think your towing vessel should be exemp
from these voyage planning requirements for a specifi
route, you should submit a written request to the approp
ate COTP. The COTP will provide you with a written
response granting or denying your request.

(3) If any part of a towing vessel’s intended voyage
seaward of the baseline (i.e. the shoreward boundary)
the territorial sea of the U.S.,then the owner, master,
operator of the vessel, employed to tow a barge or barg
must ensure that the voyage with the barge or barges
planned, taking into account all pertinent informatio
before the vessel embarks on the voyage. The master m
check the planned route for proximity to hazards befo
the voyage begins. During a voyage, if a decision is ma
to deviate substantially from the planned route, then t
master or mate must plan the new route before deviat
from the planned route. The voyage plan must follow com
pany policy and consider the following (related require
ments noted in parentheses):

(i) Applicable information from nautical charts and
publication (also see paragraph (b) of section 164.7
including Coast Pilot, Coast Guard Light List, and Coa
Guard Local Notice to Mariners for the port of depar
tures, all ports of call, and the destination;

(ii) Current and forecast weather, including visibility
wind, and sea state for the port of departure, all ports
call, and the destination (also see paragraphs (a)(7)
section 164.78 and (b) of section 164.82);

(iii) Data on tides and currents for the port of depa
ture, all ports of call, and the destination, and the riv
staged and forecast, if appropriate;

(iv) Forward and after drafts of the barge or barge
and under-keel and vertical clearances (air-gaps) for
bridges, ports, and berthing areas;

(v) Pre-departure checklists;
(vi) Calculated speed and estimated time of arrival

proposed waypoints;
(vii)Communication contacts at any Vessel Traffi

Services, bridges, and facilities, and any port speci
requirements for VHF radio;

(viii)Any master’s or operator’s standings order
detailing closest points of approach, special condition
and critical maneuvers; and

(ix) Whether the towing vessel has sufficient power
control the tow under all foreseeable circumstances.

(CL 922/04; FR 6/18/04) 36/04
II-2.1



SECTION II NM 36/04
COAST PILOT 6               34 Ed 2004        Change No. 10
                                                                    LAST NM 34/04
Page 101—Paragraph 1298, line 8; read:
approved material is available for inspection at the Office of
the Federal ...

(CL 941/04; FR 6/23/04) 36/04

Page 196—Paragraph 125, lines 4 to 6; read:
October 2003-April 2004, the controlling depth in the chan-
nel was 5.7 feet. The outer ends of the piers are marked by
lights.

(BP 182155; BP 183501; CL 778/04) 36/04

Page 198—Paragraph 139, lines 6 to 7; read:
by lighted buoys and a light. In October 2003, the dredged
channel had a controlling depth of 8.6 feet.

(BP 182156; CL 1772/03) 36/04

Page 200—Paragraph 159; read:
In March 2004, the controlling depths were 16.3 feet (17.6

feet at midchannel) in the entrance and between the piers to
the lower turning basin, thence 17.3 feet to the railroad
swing bridge just above the turning basin (except for shoal-
ing to 7.9 feet in the left outside quarter of the channel); the
lower turning basin had depths of 7 to 10 feet. The channel
under the swing bridge had depths of 10.9 feet under the E
draw and 14.3 feet under the W draw, thence 14.2 feet to the
Rochester Portland Cement Company on the W side of the
river, 2.9 miles above the river entrance (except for shoaling
to 11.4 feet in the right half of the channel near the N edge of
the upper turning basin), thence 11.1 feet to the head of the
project. The upper turning basin has depths of 1 to 3 feet and
is no longer maintained.

(BPs 183502-03) 36/04

Page 236—Paragraph 245, line 11; read:
Lake Erie between converging breakwaters to an outer har-
bor channel inside the breakwaters. A dredged channel leads
from the SE end of the outer harbor upstream in Conneaut
River for about 0.4 mile to the wharves on either side of the
river. Lights mark the outer ends of the breakwaters and the
piers at the river mouth. In August-September 2003, the con-
trolling depths were 20.4 feet (24.9 feet at midchannel) in
the outer harbor channel, thence 21.4 feet in the dredged
river channel.

(BP 182789; CL 291/04) 36/04

Page 256—Paragraph 452; read:
In July 2003, the controlling depths were 4.4 feet in the W

approach and 3.5 feet in the E approach to the mouth of the
river, thence 6.9 feet to the entrance of Superior Lagoon,
thence 3.5 feet to the Liberty Avenue bridge.

(BP 182884; CL 351/04) 36/04
II-2.2


